calculating (link OR route OR path) (nitric OR cost OR weight) (produc... http://scholar .google.com/scholar ?q=calculating+(link+OR+route+OR+pa... 



Scholar All articles - Recent articles Results 1 - 10 of about 821.000 for caicuiatinq ( link OR route OR path) ( metric OR cost OR weight) (product OR muKoly) . (0.07 seconds) 

Sequential coding algorith ms: A survey anc cost anarvsis - Ss- urii.oa .ror-i 



Iterative method for establishing connections and resulting product 

... squares of the number of wires on each liil< of the ... 3 will consist of route grid made 
up of a plurality ... edSes traversed by the path and CONGI Is the congeshon ... 

_Minirnizina transportation and inventorv costs for several products on a sing 



St p_ajh routing aloorithnis formulti-wavelength optical WDM ... - S'SSU.sclu pon 



s, 2000 200c - i 

... which minimizes number of hops in a route, gives the ... TAW and HW weight schemes used 
in calculating the shortest ... ures that at 10 wavelengths per linl<. the TAW ... 



Product life cycle cost analysis: state of tn 



P50di.ct ^ns ne I 1 c aicL at i''a.l!tJ_jLC_ 

... URL: http://linl(.aps.org/abstract/PRB/v49/p16214 DOI .. 
FOR CALCULATING 1)1 



jcesses. 1. Route selection st 



case expressed in (3). (4). the cost is simply ... 4 Path Difference Learning ... 

Correlation of dynamic contrast-enhanced MR imaging with histologic tumor grade: comparison of ... - S^MO 

^ ■> 1 M Leik \i -^o-r-snaij. r Lu. ... ■■.Amc-ric-jh lournai of roentaeroiogv. ■■ Am Ro fitgvh Ray Soo 
... Per meablllty surface area product (PS), as estimated by ... MMCM with a molecular weight 
of 92 ... 50 and 2000 msec for calculating baseline longltudlnalrelaxatlon ... 

Cited ov 1 19 - Rslalsd artlotea - Wsb .Search - 3L Direct - Ai! 3 -jsrstom 

Product cost estimation: Technique classification and methodology review 

\ 0 na of manu adur le e iic c qi se iiio 2''0s, link a f o g 

... based on estimating the costs by calculating the amount ... BodeJ.. and FungR.YK. 1998. 
"Cost Engineering With ... Costing a Bill of Material/Route of Thermoformed ... 



le: 1 2 3 4 6 6 7 8 9 1o'" Next 



1 of 1 



7/1/2009 7:03 PM 



(link OR route OR path) (nitric OR cost OR weight) based on node degree... http://scholar.google.coin/scholar ?q=(link+OR+route+OR+path)+(metri... 



Scholar All articles - Recent articles Results 1 - 10 of about SSS.OOO for ( link or route or oath ) (metric OR cost OR weight) based on node degree . (0.20 seconds) 
Pricing multicast com miinicaiion: A cost-based approach - ^ berkefev.edu peri 



^ mobility based metric for cluste ring in mopile ad noc networks - 5>-sis«i.edl! if 

.. s movement. ABR employs a routing scheme where a route is selected ... is on mathematical 
:haracterization of the probability of llnli and patli availability as ... 



[PDF] 8» Disiribut ed topolo gy control for power efficient operaiic 



Bandwidin-delay-constrained least-cost multicast routing based on heuristic genetic algorithm 

... the destinations (for clarity, the bi 



(;!lisii iiink -basea incc rUivv) tnochfinisiri ror unslniclured peer-to-peer networks - !»- slanford.edu iron 



On tne ei ft;; liv? ru.s^ 01 iroiile-based packet filtering for distributed DoS attack prevention in power- . 

... respect to R as judged locally at link e. A ... if. arxd only if. there exists a patli 
in R ... and measure the collective filtering effect of raute-based DPF— Including ... 

Ciieil bj; 335 - Related articles - Wsb Ss,?irch - B!. Direct - All 3a rarslors 



Power-aware localized routing in wireless networks - »>£atech.edu ipcn 



GMPLS-based photonic tTiultilayer roLiter (Hikan router) architecture: an overview of traffic ... - >► usp.br [pcfi 

N -ictc IttfcC II -lu icj o> V=.gazne ittsxpotG r 

... RSVP Route ABC ... where r ip is the cost of port p In router I. and I Ijpk Is the cost 



how to model an internetwork - S> Idupm.edu.sa -p: 
... two nodes" always refer to the primary patfi that would ... t 



R Wa^^enliofer - S Jamin - E Zequra - K Caiveri 

Result Page: 1 23456789 10^ Next 



GH.tR.Gopale.HQrriS - About..G.OQgl.6 - About..G.OQgl.e..Sc.hQ|a.r 



1 of 1 



7/1/2009 7:05 PM 



network (link OR route OR path) (nKtric OR cost OR weight) based (degr... 



http://scholar.google.coin/scholar ?hl=en&h-=&q=network+%281ink+OR+... 




Scholar All articles - Recent 



in IEEE 802. 11 -based m 



>st-based approach - Si^terkde^t'.s^u pot 
\i c COCO" „rcai ntvtc'iis 2„0 Sor'a^ 

... hop-count G the widely used metric for route cost calculations ... Consider the simple 
network in figure 2, where a ... via different links, and so no link savings are ... 

Network topology generators: Degree-based vs. stmctural - !»-a?.u..edu 

(1 TarisrtiuraruriKS, R iio»:ridar!, S Jai-in. S SfierKer. ... - poital.acni.orq 

... in this paper was obtained from the Route Views archive ... two node copies and assigning 

COxi by 236 - Rslalsd arlides - 'Wsb S.>arch - BL Di«o! - .'^ii <t?\.-?;s»n5 

A mobility based metric for clust ering in m obile ad noc networks - ^ psu.edu 9 

... and route discovery, and thus 



f] !»■ Refinement of approximate domain theories by knowledge-based neural networks 

are placed by grouplngunlts accordlngto thelriraximum path length from ... of hidden units, 
i the link weights, ... The second approach modies network structure as a ... 



id based on network path selection - (►s;k!v^i 
' ' t ^1 tth I ttefo ^'rf ^"^ 



Power manaaement tor throughput enhancement in wireless acl-hocnetworKS - i>-MUgg^^gM;.sa fdfi 
„, at node j for a given network configuration is ,„ by-hop shortest path routing mechanism 



Link-based and content-based evidentiai information in a belief network model - !>- «?ij,®du.tw fptifj 

„. their work, they represent queries and doc- uments on an inference network ... the links 
as keyword-based evidence to determine a weigtit for each link analyzed ... 

CfteS bv 81 - F!e:a;e(J articles - Web .'Ssareh - AH A versions 



ResultPage: 12345678 910 




1 of 1 



7/1/2009 7:05 PM 



